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PRODUCT INFORMATION
Applications
This is an adapter for standard recessed downlights which allows the fixture 
to be mounted in sloped ceiling conditions.  The slope adapter maintains the 
lighting distribution of the standard downlight by proper alignment of the 
fixture in the ceiling.   

Specifications
1.  Installation - Secure slope adapter to fixture mounting pan with screws 
provided.  Fixture must be supported by the ceiling structure.  Slope adapter 
will not support the weight of the fixture.  Fixture, C-Channel hangers and trim 
(reflector) assembly are ordered separately.  Add the following dimensions to 
the height of the fixture:

  Inches Millimeters
__________________________________________________________
__
 SA4 5” 127 mm
 SA6 4-5/8” 117 mm
 SA8 4-5/8” 117 mm
 SLD10 7” 178 mm

2.  Adapter- Precision spun .051 aluminum single piece, self flanged dome, with 
white painted  finish.
3.  Slope Angles - Can accommodate angles in five degree increments from 5° to 
30° maximum for most fixtures.  Add degree of slope to catalog number, e.g. 
SA610.
For dry ceiling applications only.
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CATALOG SYSTEM AND OPTIONS EXAMPLE OF COMPLETE CATALOG NUMBER:  SA610

5ϒ to 30ϒ

Dim. A

4 5/8" (117 mm)

4 5/8" (117 mm)

5" (127 mm)

SA8

SA6

SA4

DIMENSION A
(Height)

SLOPE 
ADAPTER

CATALOG SHEET: OMEGA ACCESSORIES
CAD DWG NO.: SA400.DWG

 SLOPED CEILING ADAPTORS

Dim. B

12 1/8" (308 mm)

10 5/8" (270 mm)

10 5/8" (270 mm)

DIMENSION B
(Ceiling Opening)
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SLD                   10” 

Slope 
Adapter

SA 

Aperature 
Size

_______ 

4”
6”
8”

Slope Angle

_______
5°
10°
15°
20°
25°
30°

SLOPE ADAPTER

SA4
SA6
SA8
SLD10

DIMENSION A
(Height)
5” (127mm)
4-5/8” (117mm)
4-5/8” (117mm)
7” (178mm)

DIMENSION B
(Ceiling Opening)
10-5/8” (270mm)
10-5/8” (270mm)
12-1/8” (308mm)
16-1/8” (407mm)
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Options & Accessories

FB - Q1031 Pair 27’’ 
Flat Bar Hangers
Flat bar hangers are optional (order 
separately). Holes are positioned for 
nailing joists on 16’’ to 24’’ centers. 
Bar Hangers may be used vertically by 
placing through slots on inside edge 
of mounting brackets

Q1030 Pair 30’’ C-Channel
Bar Hangers
C-Channel bar hangers are optional 
(order separately). Bar hangers 
will fit 3 alternate sets of slots in 
mounting brackets to acoommodate 
various ceiling thicknesses.

QR - Quartz Standby
This option is designed for auxiliary light 
during the H.I.D. lamp cool-down period 
after a momentary power outage. It is not 
intended for use with an auxiliary power 
source nor will it operate when the H.I.D. 
lamp is on.

Example:
OM670ED17PMH-QR-120/277

QEM - Quartz Emergency
This option is designed for stand-by lighting during a power outage and is to be 
used in conjunction with an auxiliary power source (i.e., 120v generator). The QEM 
relay is wired at the factory to a 120 volt tap of the ballast and sensed line voltage. 
A 120 volt AC generator must be wired in to the fixture during installation. In 
the event of a power failure the emergency generator is activated (generator and 
controls to switch the generator on and off are supplied by others) and the relay 
defects the emergency 120 volt AC to the quartz lamp. When power is restored, 
the relay switches the circuit back to the H.I.D. lamp. The generator can then be 
switched off (controls supplied by others). both lamps will not operate at the same 
time.

Example:
OM670ED17PMH-QEM-120/277

QTD - Quartz Time Delay
This option is designed for auxiliary light during the HID lamp warm-up period as 
well as the cool-down period after a momentary power outage. This option will 
operate on an HID circuit by sensing the current to the HID lamp. Once it detects 
this flow of current a 2 minute timer is activated. Upon initial power to the fixture 
the quartz lamp will come on for approximately 2 minutes to provide auxiliary 
lighting during lamp warm-up. Also, during the cool-down period after a momentary 
power outage. the relay senses that there is no current flow and switches power 
to the quartz lamp. Upon restrike of the HID lamp the controller switches the 
quartz lamp off after approximately 2 minutes. The quartz lamp is energized until 
the HID lamp reaches 60-70% full lumen output at either initial start-up or after 
a momentary power outage. There must be power to the fixture for the QTD to 
operate.

Example:
OM670ED17PMH-QTD-120/277

EM - Compact Fluorescent
Emergency Battery Pack
Self contained high temperature 
emergency battery pack operates 
one lamp for a minimum of 90 
minutes following a power failure. 
Internal charge recharges battery 
following restoration of power. 
Remote test light and charging 
indicator light are provided to 
monitor charger and battery.
Example:
OM626PLT-CS-EM120/277

IE -Integral Emergency Fixture
Test switch and charging indicator 
light are mounted inside the 
reflector, maintaining a clean ceiling.
Example:
OM61H32PLT-CS-IE120/277

FZ -  Fusing
Individual fixtures may be 
protected with a line fuse which 
will automatically take fixture out 
of service in an overload current 
situation. Please specify voltage.
Example:
OM626PLT-CS-FZ277

SH - Shatter Guard
Protective lamp shatter shield of 
tempered safety glass. Shatterguard 
is optional where it is not provided 
with the fixture.
Example:
OM626PLT-CS-120/277-SH

Q2075 Dual Tap Transformer 
Replacement Kit
Replacement kit for low voltage 
fixtures is provided with a 120/277 
volt dual tap transformer to 12 volt.
Order separately.

Cylinder Aligning Canopy

Die cast aluminum free moving 
and self aligning outlet box cover. 
Attaches to 3-1/4” or 4” octagon 
outlet box (by others). Allows 
for up to 45˚ ad just ability for use 
with sloped ceilings or seismic 
requirements. Add AC2 for two 
aligning canopies– one mounted to 
outlet box, and one mounted to 
fixture.
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Philips Lighting Company
200 Franklin Square Drive 
Somerset, NJ 08873
Phone: 855-486-2216

Philips Lighting Company
281 Hillmount Road 
Markham ON, Canada L6C 2S3
Phone: 800-668-9008
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